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The product described in the guidance was developed, manufactured and 

controlled considering the necessary safety requirements. The product must 

be appropiately installed to exclude and a perfect and safe func#on mode to 

ensure. Please read the installa#onguide, inclusiv safetyguide, carefully  

Before installing the tuningbox , controll if everything is in the package. 

Scope of supply: 

Quantaty Designa$on 

1x tuningbox 

1x Loom 

1x Cable strapes 

1x Bridge plug 

 1.Turn the igni#on off!  

2.Take the igni#on key off!  

3.Lock all vehicle doors!  

4.Do not open the vehicle doors during the installa-

#on!  

5.Wait  at least 5 minutes  before you begin to in-

stall the box 

 In order to avoid damages at electronic vehicle com-

ponents, you have to be sure that you have done all 

necessary methods for electosta#c discharge . In-

stall the electronic  in an waterproof and vibra#on-

less place. Do not make any changes at the tuning-

kit! Do not expand or short the loom. 
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Overview: 

The tuningbox will be connect to this points: 

• Rail pressure sensor  

• Boost pressure sensor 

Necassary  

• Soldering iron, cable stripper 

Prepara$on: 

• Move the individual strands of the cable loom to the associated plug connectors  

• Put the necessary tool for the side (if needs)  

• Take the moun#ng-material at your side 

RAIL PRESSURE SENSOR 

BOOST PRESSURE SENSOR 
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-Disconnect the rail pres-

sure sensor plug from the 

rail pressure sensor.  

-A3ach the rail pressure 

plug to the new harness 

-Connect the rail pressure 

plug of the new harness 

to the rail pressure sen-

sor.  

  

-The boost pressure sen-

sor is located at the top of 

the engine (in the middle) 

Connect to the rail pressure sensor 

Connect to the boost pressure sensor 

RAIL PRESSURE SENSOR 

BOOST PRESSURE SENSOR 
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 -Cut the cable on Pin 2 

( middle pin ) 5 cm beside 

the plug  

-Now solder the blue cab-

le of the new loom on the 

end of boost pressure 

plug ( Pin 2 ) (solder join 

1) 

-The yellow cable of the 

new loom has to be sol-

dered on the loom which 

goes to the control of the 

car (solder join 2) 

  

- Install the cable towards 

a suitable posi#on 

-The plugs must be enga-

ge, so that a safe connec-

#on is ensured.  

-Fix the cable with cable 

straps  

- Finally connect the Chip-

tuning box with the new 

cable loom. 

A2ach the tuningbox 

SOLDER JOIN 1 

SOLDER JOIN 2 


